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Cavity Dimensions

Height
Plasma/TV height + 7"

Width
Plasma/TV width + 7"

Depth
Plasma/TV depth +

Plasma/TV mounting 
bracket depth

Cavity Overlap
The Decorative Frame will 

overlap the edge of the 
cavity by at least 1/2", 
some frames are wider 
and will overlap more.

Plasma/TV Overlap
The inside of the 

Decorative Frame will 
overlap the Plasma/TV by 

1/2" on all sides. 

Electrical and
Audio Vidio Wiring

Depth
Plasma/TV depth +

Plasma/TV mounting 
bracket depth

Plasma/TV Overlap
The inside of the 

Decorative Frame will 
overlap the Plasma/TV by 

1/2" on all sides.

Side Treatments
Black mesh metal screens 

are included and are 
mounted to the sides  

concealing the Plasma/TV.

Other treatments may also 
be attached to match walls 
or other design elements 

to conceal the sides of the 
plasma/TV. 

Pre-Construction
Metal Back Box

(optional)

Subframe side depth
2"

Subframe corner depth
3"

Air Intake = 1/2"  x
the width of the Plasma/TV

Recess Mounted Plasma/TV Corner DetailSurface Mounted Plasma/TV Corner Detail

Subframe side depth
2"

Subframe corner depth
5"


